Hall Signal Fixtures

Hall lanterns

- HLV-A21S
- HLV-A31S
- HLV-E65 (Ornament: Gold)
- HLV-E66 (Ornament: Silver)
- HLV-E71
- HLH-A31S

Hall buttons

- HLV-A16S
- HLH-A16S

No-entry indicators for EN81-73

- SN-C10
- HBV-A710N
- HBV-A710B
- HBV-C710N

Cross-section of boxless fixtures

- These hall signal fixtures can be easily mounted on the wall surface without having to cut into the wall to embed the back box.

Notes:

1. The symbol ■ is replaced with a number representing the button type and illumination color (e.g. HBV1, HBV2, etc.). Please refer to page 16 for button types and illumination colors.

2. A faceplate with stainless-steel, mirror finish is also available (optional). Please consult our local agents for details.

3. These hall signal fixtures with tactile buttons are applicable to EN81-70 compliant elevators.

MIRRORS

- YZ-52A (Half-size)
- YZ-53A (2-mirror set)
- YZ-55SN (Full height)

HANDRAILS

- YH-59S (SUS-HL)
- YH-59M (SUS-M)
- YH-59G (SUS-M)
- YH-57S (SUS-HL)
**Materials and Colors**

### [Car] Walls, doors and transom panel

- Colored stainless-steel, hairline-finish
- Pattern-printed steel sheet

#### Etching patterns (gold or bronze)
- Gold: EPA-1, EPA-2, EPA-3, CP23, CP101, CP111, CP121, CP141
- Bronze: Non-etched surface

#### Painted steel sheet

### Ceiling

- Painted steel sheet
  - [400, 410, 4200, 4210, N300, S00 only]

- Colored stainless-steel, hairline-finish
  - Gold: EPA-1, EPA-2, EPA-3

### Flooring

- Durable vinyl tiles
  - PR801, PR803, PR810, PR812

### [Hall] Doors, transom panel and jamb

- Stainless-steel
  - Hairline-finish
  - Mirror-finish (Not applicable to the hall transom panel and jamb.)

- Etching patterns (stainless-steel)
  - EPA-1, EPA-2, EPA-3, EPA-4, EPA-5, EPA-6
  - Non-etched surface

- Painted finish
  - EPA-1, EPA-2, EPA-3, EPA-4, EPA-5, EPA-6

- Etching patterns (gold or bronze)

**Actual colors may differ slightly from those shown.**